April 14,2017
16-1161.00

Scenic Regional Library District
Branch Library Projects

SECTION 096519 - RESILIENT TILE FLOORING

ALL LIBRARIES

PART 1 - GENERAL

1.1

1.2

A.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

L.

Luxury vinyl tile flooring.

Related Sections:

L.

Section 096513 "Resilient Base and Accessories" for resilient base, reducer strips, and
other accessories installed with resilient floor coverings.

2. Section 096566 "Resilient Athletic Flooring" for resilient floor coverings for use in
athletic-activity or support areas.

ASTM International:

1. ASTM E 648, Standard Test Method for Critical Radiant Flux of Floor-Covering
Systems Using a Radiant Heat Energy Source.

2. ASTM E 662, Standard Test Method for Specific Optical Density of Smoke Generated by
Solid Materials.

3. ASTM F 710, Standard Practice for Preparing Concrete Floors to Receive Resilient
Flooring.

4. ASTM F 1482, Standard Guide to Wood Underlayment Products Available for Use
Under Resilient Flooring.

5. ASTM F 1700, Standard Specification for Solid Vinyl Tile.

6. ASTM F 1861, Standard Specification for Resilient Wall Base.

7. ASTM F 1869, Standard Test Method for Measuring Vapor Emission Rate of Concrete
Subfloor Using Anhydrous Calcium Chloride.

8. ASTM F 2170, Standard Test Method for Determining Relative Humidity in Concrete

Floor Slabs Using in Situ Probes.

National Fire Protection Association (NFPA):

1.

2.

NFPA 253, Standard Method of Test for Critical Radiant Flux of Floor Covering Systems
Using a Radiant Heat Energy Source.

NFPA 258, Standard Test Method for Measuring the Smoke Generated by Solid
Materials.
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1.3

1.4

1.5

1.6

Standards Council of Canada:

1. CAN/ULC-S102.2, Standard Test Method for Surface Burning Characteristics of
Flooring, Floor Covering and Miscellaneous Materials and Assemblies.

SYSTEM DESCRIPTION

Performance Requirements: Provide flooring which has been manufactured, fabricated and
installed to performance criteria certified by manufacturer without defects, damage, or failure.

Administrative Requirements:

1. Pre-installation Meeting: Conduct an on-site pre-installation meeting to verify project
requirements, substrate conditions, manufacturer’s installation instructions and
manufacturer’s warranty requirements.

ACTION SUBMITTALS

Product Data: For each type of product indicated.

Shop Drawings: For each type of floor tile. Include floor tile layouts, edges, columns,
doorways, enclosing partitions, built-in furniture, cabinets, and cutouts.

1. Show details of special patterns.
Samples for Verification: Full-size units of each color and pattern of floor tile required.

1. For heat-welding bead, manufacturer's standard-size Samples, but not less than 9 inches
(230 mm) long, of each color required.

Seam Samples: For seamless-installation technique indicated and for each flooring product,
color, and pattern required; with seam running lengthwise and in center of 6-by-9-inch (150-by-

230-mm) Sample applied to a rigid backing and prepared by Installer for this Project.

Product Schedule: For floor tile. Use same designations indicated on Drawings.

INFORMATIONAL SUBMITTALS

Qualification Data: For qualified Installer.

Submit Safety Data Sheets (SDS) available for flooring product, adhesives, patching/leveling
compounds, floor finishes and cleaning agents.

CLOSEOUT SUBMITTALS

Maintenance Data: For each type of floor tile to include in maintenance manuals. Include

methods for maintaining installed products, and precautions against cleaning materials and
methods detrimental to finishes and performance.
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1.7

A.

1.8

1.9

MATERIALS MAINTENANCE SUBMITTALS

Furnish extra materials that match products installed and that are packaged with protective
covering for storage and identified with labels describing contents.

1. Floor Tile: Furnish 1 box for every 50 boxes or fraction thereof, of each type, color, and
pattern of floor tile installed.

QUALITY ASSURANCE

Single-Source Responsibility: Provide types of flooring and accessories supplied by one
manufacturer, including leveling and patching compounds, and adhesives

Installer Qualifications: A qualified installer who employs workers for this Project who are
competent in techniques required by manufacturer for floor tile installation and seaming method
indicated.

L. Engage an installer who employs workers for this Project who are trained or certified by
manufacturer for installation techniques required.

Fire-Test-Response Characteristics: Provide resilient tile flooring with the following fire
performance characteristics as determined by testing material in accordance with ASTM test
methods indicated below by a certified testing laboratory or other testing agency acceptable to
authorities having jurisdiction:

1. ASTM E 648 (NFPA 253), Critical Radiant Flux of 0.45 W/sq. cm. or greater, Class 1.

2. ASTM E 662 (NFPA 258), (Smoke Generation) Maximum Specific Optical Density of
450 or less.

3. CAN/ULC-S102.2 — Flame Spread Rating and Smoke Developed — Results as tested.

Mockups: Build mockups to verify selections made under sample submittals and to
demonstrate aesthetic effects and set quality standards for materials and execution.

1. Build mockups for floor tile including resilient base and accessories.

a. Size: Minimum 100 sq. ft. (9.3 sq. m) for each type, color, and pattern in locations
directed by Architect.

b. Incorporation: Mock-up may be incorporated into the final construction with
Owner’s and Architect’s approval.

DELIVERY, STORAGE, AND HANDLING

Comply with manufacturer’s ordering instructions and lead time requirements to avoid
construction delays.

Deliver materials in good condition to the jobsite in the manufacturer’s original unopened
containers that bear the name and brand of the manufacturer, project identification, and shipping
and handling instructions.
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C.

1.10

1.12

Store floor tile and installation materials in dry spaces protected from the weather, with ambient
temperatures maintained within range recommended by manufacturer, but not less than 50
deg. F (10 deg. C) or more than 90 deg. F (32 deg. C). Store floor tiles on flat surfaces.

PROJECT CONDITIONS

Maintain ambient temperatures within range recommended by manufacturer, but not less than
70 deg. F (21 deg. C) or more than 95 deg. F (35 deg. C), in spaces to receive floor tile during
the following time periods:

1. 48 hours before installation.
2. During installation.
3. 48 hours after installation.

Until Substantial Completion, maintain ambient temperatures within range recommended by
manufacturer, but not less than 55 deg. F (13 deg. C) or more than 95 deg. F (35 deg. C).

Close spaces to traffic during floor tile installation.
Close spaces to traffic for 48 hours after floor tile installation.

Install floor tile after other finishing operations, including painting, have been completed.

SEQUENCING AND SCHEDULING

Install flooring and accessories after the other finishing operations, including painting, have
been completed. Close spaces to traffic during the installation of the flooring.

Do not install flooring over concrete slabs until they are sufficiently dry to achieve a bond with
the adhesive, in accordance with the manufacturer’s recommended bond, moisture tests and pH
test.

WARRANTY

Resilient Flooring: Submit a written warranty executed by the manufacturer, agreeing to repair
or replace resilient flooring that fails within the warranty period.

Limited warranty Period: 20 years from date of Substantial Completion.

The Limited Warranty shall not deprive the Owner of other rights the Owner may have under
other provisions of the Contract Documents and will be in addition to and run concurrent with
other warranties made by the Contractor under the requirements of the Contract Documents.

For the Limited Warranty to be valid, this product is required to be installed using the
appropriate manufacturer’s Flooring Guaranteed Installation System. Product installed not using
the specific instructions from the Guaranteed Installation System will void the warranty.
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PART 2 - PRODUCTS

2.1

A.

2.2

PERFORMANCE REQUIREMENTS

Scenic Regional Library District
Branch Library Projects

FloorScore Compliance: Resilient tile flooring shall comply with requirements of FloorScore

Standard.

SOLID VINYL FLOOR TILE RT-1, AND RT-2:

Basis of Design: Subject to compliance with requirements, provide product indicated on

Drawings, Grain + Pigment Series Luxury Solid Vinyl Tile
comparable product by one of the following:

1. Amtico Studio (The), Amtico International Inc.

by Shaw Hard Surface, or

2. Armstrong World Industries, Inc.; Natural Creations, Mystix, Aria Series; and Natural

Creations, Mystix, Neva Series.

Burke Mercer Flooring Products, Division of Burke Industries Inc.

Gerflor, Architectural Floor Systems, Inc.
Johnsonite.

Polyflor, Ltd., Distributed by Gerbert Limited.
Shaw Contract Group.

Tandus, Inc.

PN AW

Description: A layered construction consisting of a tough, clear, vinyl wear layer protecting a
high-fidelity print layer on a solid vinyl backing. Protected by a UV-cured polyurethane finish,
the wear surface is embossed with different textures to enhance each of the printed visuals.

Colors are insoluble in water and resistant to cleaning agents and light.

Tile Standard: ASTM F 1700.

1. Class: Class III, printed film vinyl tile.
2. Type: Type B, embossed surface.

Thickness: 0.098 inch (2.5 mm).

Size: 7 by 48 inches (17.78 by 121.92 cm).
Seaming Method: Chemically bonded, standard.
Colors:

1. RT-1: Grain + Pigment, Color: Green 65326.
2. RT-2: Grain + Pigment, Color: Bone 65515.

Patterns:

1. RT-1: Grain + Pigment, Color: Green 65326, Brick pattern.

2. RT-2: Grain + Pigment Color: Bone 65515, Brick pattern.
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2.3 INSTALLATION MATERIALS
A.  Trowelable Leveling and Patching Compounds: Latex-modified, portland cement based or
blended hydraulic-cement-based formulation provided or approved by manufacturer for
applications indicated.
B.  Adhesives: Water-resistant type recommended by manufacturer to suit floor tile and substrate
conditions indicated.
1. Adhesives shall comply with the following limits for VOC content when calculated
according to 40 CFR 59, Subpart D (EPA Method 24):
a. Solid Vinyl Tile Adhesives: Not more than 50 g/L.
b. Provide Armstrong S-288 Flooring Adhesive under the flooring
C.  Provide transition/reducing strips tapered to meet abutting materials.
D.  Provide threshold of thickness and width as shown on the Drawings.
E. Provide resilient edge strips of width shown on the Drawings, of equal gauge to the flooring,

homogeneous vinyl composition, tapered or bullnose edge, with colors to match or contrast with
the flooring, or as selected by the Architect from standard colors available.

PART 3 - EXECUTION

3.1

3.2

A.

A.

B.

C.

D.

MANUFACTURER’S INSTRUCTIONS

Compliance: Comply with manufacturer’s product data, including technical bulletins, product
catalog, installation instructions, and product carton instructions for installation and
maintenance procedures as needed.

EXAMINATION

Site Verification of Conditions: Verify substrate conditions (which have been previously
installed under other sections) are acceptable for product installation in accordance with
manufacturer’s instructions (i.e. moisture tests, bond test, pH test, etc.).

Visually inspect flooring materials, adhesives and accessories prior to installation. Flooring
material with visual defects shall not be installed and shall not be considered as a legitimate
claim.

Examine subfloors prior to installation to determine that surfaces are smooth and free from
cracks, holes, ridges, and other defects that might prevent adhesive bond or impair durability or
appearance of the flooring material.

Inspect subfloors prior to installation to determine that surfaces are free from curing, sealing,
parting and hardening compounds; residual adhesives; adhesive removers; and other foreign
materials that might prevent adhesive bond. Visually inspect for evidence of moisture, alkaline
salts, carbonation, dusting, mold, or mildew.
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E.

33

Report conditions contrary to contract requirements that would prevent a proper installation. Do
not proceed with the installation until unsatisfactory conditions have been corrected.

Failure to call attention to defects or imperfections will be construed as acceptance and approval
of the subfloor. Installation indicates acceptance of substrates with regard to conditions existing
at the time of installation.

PREPARATION

Subfloor Preparation: Smooth concrete surfaces, removing rough areas, projections, ridges, and
bumps, and filling low spots, control or construction joints, and other defects with Fast-Setting
Cement-Based Patch and Underlayment or Cement-Based Patch, Underlayment and Embossing
Leveler / Underlayment Additive as recommended by the flooring manufacturer.

Subfloor Cleaning: The surface shall be free of dust, solvents, varnish, paint, wax, oil, grease,
sealers, release agents, curing compounds, residual adhesive, adhesive removers and other
foreign materials that might affect the adhesion of resilient flooring to the concrete or cause a
discoloration of the flooring from below. Remove residual adhesives as recommended by the
flooring manufacturer. Remove curing and hardening compounds not compatible with the
adhesives used, as indicated by a bond test or by the compound manufacturer's
recommendations for flooring. Avoid organic solvents. Spray paints, permanent markers and
other indelible ink markers must not be used to write on the back of the flooring material or
used to mark the concrete slab as they could bleed through, telegraphing up to the surface and
permanently staining the flooring material. If these contaminants are present on the substrate
they must be mechanically removed prior to the installation of the flooring material.

When using Adhesive, perform subfloor moisture testing in accordance with ASTM F 2170,
“Standard Test Method for Determining Relative Humidity in Concrete Slabs Using in-situ
Probes” or ASTM F 1869,“Standard Test Method for Measuring Moisture Vapor Emission Rate
of Concrete Subfloor Using Anhydrous Calcium Chloride” and Bond Tests to determine if
surfaces are dry; free of curing and hardening compounds, old adhesive, and other coatings; and
ready to receive flooring. Internal relative humidity of the concrete shall not exceed 90% or
MVER shall not exceed 5 1bs./1000 sq. ft./24 hrs. On installations where both the Percent
Relative Humidity and the Moisture Vapor Emission Rate tests are conducted, results for both
tests shall comply with the allowable limits listed above. Do not proceed with flooring
installation until results of moisture tests are acceptable. All test results shall be documented
and retained.

Concrete pH Testing: Perform pH tests on concrete floors regardless of their age or grade level.
All test results shall be documented and retained.

Prepare substrates according to manufacturer's written instructions to ensure adhesion of
resilient products.

Fill cracks, holes, and depressions in substrates with trowelable leveling and patching
compound and remove bumps and ridges to produce a uniform and smooth substrate.

Do not install floor tiles until they are same temperature as space where they are to be installed.
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1. Move resilient products and installation materials into spaces where they will be installed
at least 48 hours in advance of installation.

Sweep and vacuum clean substrates to be covered by resilient products immediately before
installation.

FLOOR TILE INSTALLATION
Comply with manufacturer's written instructions for installing floor tile.

Lay out floor tiles from center marks established with principal walls, discounting minor
offsets, so tiles at opposite edges of room are of equal width. Adjust as necessary to avoid using
cut widths that equal less than one-half tile at perimeter.

1. Lay tiles square with room axis.

Match floor tiles for color and pattern by selecting tiles from cartons in the same sequence as
manufactured and packaged, if so numbered. Discard broken, cracked, chipped, or deformed
tiles.

1. Lay tiles with grain running in one direction, and with grain direction alternating in
adjacent tiles (basket-weave pattern); see patterns for each type of tile as listed above.

Scribe, cut, and fit floor tiles to butt neatly and tightly to vertical surfaces and permanent
fixtures including built-in furniture, cabinets, pipes, outlets, and door frames.

Extend floor tiles into toe spaces, door reveals, closets, and similar openings. Extend floor tiles
to center of door openings.

Maintain reference markers, holes, and openings that are in place or marked for future cutting
by repeating on floor tiles as marked on substrates. Use chalk or other nonpermanent,
nonstaining marking device.

Install floor tiles on covers for telephone and electrical ducts, building expansion-joint covers,
and similar items in finished floor areas. Maintain overall continuity of color and pattern
between pieces of tile installed on covers and adjoining tiles. Tightly adhere tile edges to
substrates that abut covers and to cover perimeters.

Adhere floor tiles to flooring substrates using a full spread of adhesive applied to substrate to
produce a completed installation without open cracks, voids, raising and puckering at joints,
telegraphing of adhesive spreader marks, and other surface imperfections.

Roll with a 100-pound (45.36 kilogram) roller in the field areas. Refer to specific rolling
instructions of the flooring manufacturer

Install flooring with adhesives, tools, and procedures in strict accordance with the
manufacturer's written instructions. Observe the recommended adhesive trowel notching, open
times, and working times.
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3.5

A.

3.6

INSTALLATION OF ACCESSORIES

Place resilient edge strips tightly butted to flooring, and secure with adhesive recommended by
the edge strip manufacturer. Install edge strips at edges of flooring that would otherwise be
exposed.

CLEANING AND PROTECTION

Comply with manufacturer's written instructions for cleaning and protection of floor tile.
Perform the following operations immediately after completing floor tile installation:

1. Remove adhesive and other blemishes from exposed surfaces.

2. Sweep and vacuum surfaces thoroughly.

3. Damp-mop surfaces to remove marks and soil.

Protect floor tile products from mars, marks, indentations, and other damage from construction
operations and placement of equipment and fixtures during remainder of construction period.

Protect installed flooring as recommended by the flooring manufacturer against damage from
rolling loads, other trades, or the placement of fixtures and furnishings. (See Finishing the Job

in the latest edition of Armstrong Flooring Guaranteed Installation Systems manual, F-5061.)

Cover floor tile until Substantial Completion.

END OF SECTION 096519
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