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SECTION 238127 – SMALL SPLIT-SYSTEM AIR-CONDITIONERS

ALL LIBRARIES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes

1. Air cooled condensing units.

2. Indoor air handler (fan & coil) units for duct connection.

3. Indoor ductless fan & coil units.

4. Controls.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product indicated.  Include rated capacities, operating 

characteristics, and furnished specialties and accessories.  Include performance data in terms of 

capacities, outlet velocities, static pressures, sound power characteristics, motor requirements, 

and electrical characteristics.

B. Shop Drawings:  Include plans, elevations, sections, details, and attachments to other work.

1. Detail equipment assemblies and indicate dimensions, weights, loads, required 

clearances, method of field assembly, components, and location and size of each field 

connection.

2. Wiring Diagrams:  For power, signal, and control wiring.

3. Design Data: Indicate refrigerant pipe sizing.

C. Samples for Initial Selection:  For units with factory-applied color finishes.

1.4 INFORMATIONAL SUBMITTALS

A. Field quality-control reports.

B. Warranty:  Sample of special warranty.
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1.5 CLOSEOUT SUBMITTALS

A. Operation and Maintenance Data:  For split-system air-conditioning units to include in 

emergency, operation, and maintenance manuals.

1.6 MAINTENANCE MATERIAL SUBMITTALS

A. Furnish extra materials that match products installed and that are packaged with protective 

covering for storage and identified with labels describing contents.

1. Filters:  One set for each air-handling unit.

2. Gaskets:  One set for each access door.

3. Fan Belts:  One set(s) for each air-handling unit fan.

1.7 REFERENCE STANDARDS

A. AHRI 210/240 - Standard for Performance Rating of Unitary Air Conditioning and Air-Source 

Heat Pump Equipment; Air-Conditioning, Heating, and Refrigeration Institute; 2008.

B. AHRI 270 - Sound Rating of Outdoor Unitary Equipment; Air-Conditioning, Heating, and 

Refrigeration Institute; 2008.

C. AHRI 520 - Performance Rating of Positive Displacement Condensing Units; Air-Conditioning, 

Heating, and Refrigeration Institute; 2004.

D. ASHRAE Std 15 - Safety Standard for Refrigeration Systems; American Society of Heating, 

Refrigerating and Air-Conditioning Engineers, Inc.; 2013 (ANSI/ASHRAE Std 15).

E. ASHRAE Std 23.1 - Methods of Testing for Rating Positive Displacement Refrigerant 

Compressors and Condensing Units that Operate at Subcritical Temperatures of the Refrigerant; 

American Society of Heating, Refrigerating and Air-Conditioning Engineers, Inc.; 2010.

F. NFPA 90A - Standard for the Installation of Air-Conditioning and Ventilating Systems; 

National Fire Protection Association; 2012.

G. NFPA 90B - Standard for the Installation of Warm Air Heating and Air Conditioning Systems; 

National Fire Protection Association; 2012.

H. UL 207 - Refrigerant-Containing Components and Accessories, Nonelectrical; Underwriters 

Laboratories Inc.; Current Edition, Including All Revisions.

1.8 QUALITY ASSURANCE

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 

by a qualified testing agency, and marked for intended location and application.

B. ASHRAE Compliance:
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1. Fabricate and label refrigeration system to comply with ASHRAE 15, "Safety Standard 

for Refrigeration Systems."

2. ASHRAE Compliance:  Applicable requirements in ASHRAE 62.1,  Section 4 - 

"Outdoor Air Quality," Section 5 - "Systems and Equipment," Section 6 - " Procedures," 

and Section 7 - "Construction and System Start-up."

C. ASHRAE/IESNA Compliance:  Applicable requirements in ASHRAE/IESNA 90.1.

1.9 COORDINATION

A. Coordinate sizes and locations of concrete bases with actual equipment provided.  Cast anchor-

bolt inserts into bases.  Concrete, reinforcement, and formwork are specified in Section 033000 

"Cast-in-Place Concrete."

B. Coordinate sizes and locations of roof curbs, equipment supports, and roof penetrations with 

actual equipment provided.

1.10 WARRANTY

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or 

replace components of split-system air-conditioning units that fail in materials or workmanship 

within specified warranty period.

1. Warranty Period:

a. For Compressor: Seven year(s) from date of Substantial Completion.

b. For Parts: Five year(s) from date of Substantial Completion.

c. For Labor: One year from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following:

1. Lennox International Inc.

2. Mitsubishi Electric & Electronics USA, Inc.; HVAC Advanced Products Division.

3. SANYO North America Corporation; SANYO Fisher Company.

4. Trane.

5. YORK.

6. Daikin.

7. Gaurdian.
Comment [DL1]:  This is been edited 

down to manufacturers we’ve heard of and 

are generally reliable. 2015-11-16 DEL

http://www.specagent.com/LookUp/?uid=123456813850&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456822246&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456822247&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456822250&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456822252&mf=04&src=wd
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2.2 SYSTEM DESIGN

A. Split-System Heating and Cooling Units: Self-contained, packaged, matched factory-engineered 

and assembled, pre-wired indoor and outdoor units; UL listed.

a. Heating and Cooling: Air-source electric heat pump located in outdoor unit with 

evaporator; auxiliary electric heat.

b. Cooling: Outdoor electric condensing unit with evaporator coil in central ducted 

indoor unit.

c. Provide refrigerant lines internal to units and between indoor and outdoor units, 

factory cleaned, dried, pressurized and sealed, with insulated suction line.

B. Performance Requirements: See Drawings for additional requirements.

2.3 INDOOR UNITS FOR DUCTED SYSTEMS

A. Indoor Units: Self-contained, packaged, factory assembled, pre-wired unit consisting of cabinet, 

supply fan, heating and cooling element(s), controls, and accessories; wired for single power 

connection with control transformer.

1. Air Flow Configuration: Counterflow, with additional steel base.

2. Cabinet: Steel with baked enamel finish, easily removed and secured access doors with 

safety interlock switches, glass fiber insulation with reflective liner.

B. Supply Fan: Centrifugal type rubber mounted with direct or belt drive with adjustable variable 

pitch motor pulley.

1. Motor: NEMA MG 1; 1750 rpm single speed, permanently lubricated, hinge mounted.

2. Motor Electrical Characteristics:

C. Air Filters: 1 inch thick glass fiber, disposable type arranged for easy replacement.

D. Evaporator Coils: Copper tube aluminum fin assembly, stainless steel or polymer drain pan 

sloped in all directions to drain, drain connection, refrigerant piping connections, restricted 

distributor or thermostatic expansion valve.

1. Construction and Ratings: In accordance with AHRI 210/240 and UL listed.

2. Manufacturers: System manufacturer.

2.4 OUTDOOR UNITS

A. Outdoor Units: Self-contained, packaged, pre-wired unit consisting of cabinet, with compressor 

and condenser.

1. Comply with AHRI 210.

2. Refrigerant: R-410A.

3. Cabinet: Galvanized steel with baked enamel finish, easily removed and secured access 

doors with safety interlock switches, glass fiber insulation with reflective liner.

4. Construction and Ratings: In accordance with AHRI 210/240 with testing in accordance 

with ASHRAE Std 23.1 and UL 207.

5. Sound Rating: 69 dBA, when measured in accordance with AHRI 270.

B. Compressor: AHRI 520; scroll, inverter, resiliently mounted integral with condenser, with 

positive lubrication, crankcase heater, high pressure control, motor overload protection, service 
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valves and drier. Provide time delay control to prevent short cycling. Inverter for compressor 

motor speed control

C. Air Cooled Condenser: ARI 520; Aluminum fin and copper tube coil, with direct drive axial 

propeller fan resiliently mounted, galvanized fan guard.

1. Condenser Fans: Direct-drive propeller type.

2. Condenser Fan Motor: Enclosed, 1-phase type, permanently lubricated.

D. Coil: Air-cooled, aluminum fins bonded to copper tubes.

E. Accessories: Filter drier, high pressure switch (manual reset), low pressure switch (automatic 

reset), service valves and gage ports, thermometer well (in liquid line).

1. Provide thermostatic expansion valves.

2. Provide heat pump reversing valves.

F. Operating Controls:

1. Control by room thermostat to maintain room temperature setting.

2. Low Ambient Kit: Provide refrigerant pressure switch to cycle condenser fan on when 

condenser refrigerant pressure is above 285 psig and off when pressure drops below 140 

psig for operation to 0 degrees F.

2.5 ACCESSORY EQUIPMENT

A. Room Thermostat: Wall-mounted, electric solid state microcomputer based room thermostat 

with remote sensor to maintain temperature setting; low-voltage; with following features:

1. System selector switch (heat-off-cool) and fan control switch (auto-on).

2. Automatic switching from heating to cooling.

3. Preferential rate control to minimize overshoot and deviation from setpoint.

4. Set-up for four separate temperatures per day.

5. Instant override of setpoint for continuous or timed period from one hour to 31 days.

6. Short cycle protection.

7. Programming based on weekdays, Saturday and Sunday.

8. Selection features including degree F or degree C display, 12 or 24 hour clock, keyboard 

disable, remote sensor, fan on-auto.

9. Battery replacement without program loss.

10. Thermostat display:

a. Time of day.

b. Actual room temperature.

c. Programmed temperature.

d. System mode indication: heating, cooling, fan auto, off, and on, auto or on, off.

2.6 ACCESSORIES

A. Refrigerant Line Kits:  Soft-annealed copper suction and liquid lines factory cleaned, dried, 

pressurized, and sealed; factory-insulated suction line with flared fittings at both ends.

B. Drain Hose:  For condensate.
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PART 3 - EXECUTION

3.1 INSTALLATION

A. Install units level and plumb.

B. Install evaporator-fan components using manufacturer's standard mounting devices securely 

fastened to building structure.

C. Install roof-mounted, compressor-condenser components on equipment supports specified in 

Section 077200 "Roof Accessories." Anchor units to supports with removable, cadmium-plated 

fasteners.

D. Install in accordance with manufacturer’s instructions and requirements of local authorities 

having jurisdiction.

E. Install in accordance with NFPA 90A and NFPA 90B.

F. Install refrigeration systems in accordance with ASHRAE standard 15.

G. Equipment Mounting:

1. Install ground-mounted, compressor-condenser components on cast-in-place concrete 

equipment base(s).  Comply with requirements for equipment bases and foundations 

specified in Section 033000 "Cast-in-Place Concrete."

2. Install ground-mounted, compressor-condenser components on polyethylene mounting 

base.

3. Comply with requirements for vibration isolation and seismic control devices specified in 

Section 230548 "Vibration and Seismic Controls for HVAC."

4. Comply with requirements for vibration isolation devices specified in Section 230548.13 

"Vibration Controls for HVAC."

H. Install and connect precharged refrigerant tubing to component's quick-connect fittings.  Install 

tubing to allow access to unit.

3.2 CONNECTIONS

A. Piping installation requirements are specified in other Sections.  Drawings indicate general 

arrangement of piping, fittings, and specialties.

B. Where piping is installed adjacent to unit, allow space for service and maintenance of unit.

C. Duct Connections:  Duct installation requirements are specified in Section 233113 "Metal 

Ducts." Drawings indicate the general arrangement of ducts.  Connect supply and return ducts 

to split-system air-conditioning units with flexible duct connectors.  Flexible duct connectors 

are specified in Section 233300 "Air Duct Accessories."
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3.3 FIELD QUALITY CONTROL

A. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect, 

test, and adjust components, assemblies, and equipment installations, including connections.

B. Perform tests and inspections.

1. Manufacturer's Field Service:  Engage a factory-authorized service representative to 

inspect components, assemblies, and equipment installations, including connections, and 

to assist in testing.

C. Tests and Inspections:

1. Leak Test:  After installation, charge system and test for leaks.  Repair leaks and retest 

until no leaks exist.

2. Operational Test:  After electrical circuitry has been energized, start units to confirm 

proper motor rotation and unit operation.

3. Test and adjust controls and safeties.  Replace damaged and malfunctioning controls and 

equipment.

D. Remove and replace malfunctioning units and retest as specified above.

E. Prepare test and inspection reports.

3.4 STARTUP SERVICE

A. Engage a factory-authorized service representative to perform startup service.

1. Complete installation and startup checks according to manufacturer's written instructions.

3.5 DEMONSTRATION

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 

adjust, operate, and maintain units.

END OF SECTION 238126
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